Pressure Calibration Equipment

$GGLWHO$
3QHXPDWLF3UHVVXUH7HVW3XPS
*HQHUDWHYDFXXPWRSVL EDU SUHVVXUH
3RUWDEOHRQO\OE
*UHDWVWDELOLW\DQGKLJKUHVROXWLRQ
0LQLPDOPDLQWHQDQFH
+DQGWLJKWTXLFNFRQQHFWRUV
29(59,(:
The 916A Pneumatic Pressure Test Pump is a hand operated pressure pump designed to generate pressure from 95%
XCEWWOVQRUK DCT #JKIJSWCNKV[UETGYRTGUUKUFGUKIPGFHQTſPGRTGUUWTGCFLWUVOGPVYKVJCPCFLWUVOGPV
resolution up to 10 Pa (0.1 mbar). A specially designed shut-off valve makes the pressure as stable as possible during
calibration. A built-in gas-liquid isolator protects the pump from moisture and dirt to reduce the need for maintenance.
Two hand-tight quick connectors installed on the pump allow easy connecting and disconnecting to the test pump without
the need for PTFE tape or wrenches. The 916A is an ideal comparison test pump for pressure instruments calibration.
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3RUWDEOH
Only 5.9 lb (2.7 kg)
$GMXVWPHQW5HVROXWLRQ
10 Pa (0.1 mbar)
*KIJSWCNKV[UETGYRTGUUHQTſPGRTGUUWTGCFLWUVOGPV
*UHDW6WDELOLW\
A specially designed shut-off valve makes the
pressure as stable as possible during calibration.
'XUDEOHDQG0LQLPDO0DLQWHQDQFH
Built-in gas-liquid isolator protects the pump from
moisture and dirt.
(DV\WRXVH
+DQGWLJKW4XLFN&RQQHFWRUV
Allows easy connecting and disconnecting to the test
pump without the need for PTFE tape or wrenches.
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0HGLD Air.
*HQHUDWHG3UHVVXUH5DQJH
95% vacuum to 600 psi (40 bar) positive pressure
3UHVVXUH5HVROXWLRQ10 Pa (0.1 mbar).
0DWHULDO
Ram/adapters: SS
Body: SS, aluminum
Seals: Buna-N, PTFE, Copper Alloy
3LVWRQYROXPH21 ml (1.3 in3)
&RQQHFWLRQ
Hand-tight connectors for both test gauge and reference
gauge.
1/4NPT female, 1/2NPT female, 1/4BSP female, 1/2BSP
female, or M20X1.5 female
'LPHQVLRQV
Height: 5.5'' (140 mm)
Base: 12.4'' (315 mm) x 7.8'' (198 mm)
:HLJKW5.9 lb (2.7 kg).
:DUUDQW\1 year
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3UHVVXUHSRUWW\SH
N -1/4NPT female
N2 - 1/2NPT female
B - 1/4BSP female
B2 - 1/2BSP female
M-M20X1.5 female

6(7 Pump and
carrying case
included

$FFHVVRULHVLQFOXGHG
O-ring: 20 pcs
Manual: 1 pc
Carrying case (916A-X-SET modelsonly)

0RGHOQXPEHU

'HVFULSWLRQ

ADT102

#FCRVGTUCPFſVVKPIU026OCNGVQXCTKQWUOCNGCPFHGOCNGEQPPGEVKQP
(25 pcs). More information shown on page 70.

ADT103

Adapters and fittings, 1/4NPT (1/2NPT, 1/4BSP, 1/2BSP, or M20X1.5)
male to various female hand-tight quick connectors (10 pcs). More
information shown on page 71.

ADT100-HTK-8K

*QUGVGUVMKVHGGVƀGZKDNGJQUGRUKWUGTUGNGEVCDNGOCNG 026
1/2NPT, 1/4BSP, 1/2BSP, M20) to user selectable female hand tight quick
connector.

9904-916

Carrying Case for one ADT916A pump and two ADT681 gauges or
ADT672 calibrators

ADT916A-MK

Maintenance kit for Additel 916A pump

Note: For oil free applications contact Additel.

Look us up on www.additel.com or call today (1)714-998-6899

